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NOTE: Dimensions in parentheses are in millimeters. All other dimensions are in inches.
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Panel Cutout Description Rating/NEMA Cat. No. UL CSA NOM Page 
Dimensions No.

.953 x .953 Grounding outlet 15A-125V 1374 
(24.21 X 24.21) with grounding lead 5-15R (-001 to -204) √ √ √ K2-K4

1374 (-500) √ √ √ K6-K7

.953 x .953 Grounding plug 15A-125V 1373 √ √ – K5
(24.21 x 24.21) 5-15P

.953 x .953 Grounding outlet 15A-125V 1374  * √ √ K6-K7
(24.21 x 24.21) with solder lug or 5-15R (-625 to -675)

screw terminal ground 1374 √ √ √ K6-K7
(-725 to -775) 

.969 x .516 Outlets 15A-125V 306 √ √ √ K8
(24.59 x 13.11) Polarized 1306 √ √ √ K8

1-15R 298 * – √ K8

Quick Guide to Snap-In Outlets and Plugs
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C O N V E N I E N C E  O U T L E T S  
AND RECEPTACLES

SNAP-IN CONVENIENCE OUTLETS
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Back-Strap Mounting
Cat. No. 306: For surface mounting, adapted for use with flat-type plugs. Round plugs may be
used when properly protected.

Leads: Standard leads are No. 14 AWG 105°C AWM-TEW plastic insulated wire, 6" long,
stripped 3/4", internally soldered. Other leads available on inquiry.

Body: Plastic, black or white.

Clip: Steel with corrosion-resistant finish.

Standard pack: bulk

• 15A-125V Polarized • UL Listed E-13399
• CSA Certified LR-2781 • NOM Certified 057 • NEMA 1-15R

Flat-Head Convenience Outlet
Cat. No. 1306: For snap-in mounting applications where a grounding wire is not required.

Leads: Standard leads are No. 14 AWG 105°C AWM-TEW plastic insulated wire, 6" long,
stripped 3/4". Other leads available on inquiry, including straight or 90° orientation.

Body: Plastic, black or white.

Clip: Plastic serrated clip with integral back cover, metal clip is optional.

Cat. No. 298: Same specifications as 1306, but with No. 18 AWG leads.

Cat. No. 298-300: 2-pole, 3-wire grounding with No. 18 AWG leads and metal clip.

Standard pack: bulk

• 15A-125V Polarized • UL Listed E-13399 (Cat. No. 1306)
• UL Recognized Component (Cat. No. 298)
• CSA Certified LR-2781 (Cat. No. 1306) • NOM Certified 057 • NEMA 1-15R 

306

1306

298

Cat. No. Description Leads

306 Black 14 ga.

306-00W White 14 ga.

Cat. No. Description Leads

1306 Black 14 ga.

1306-00W White 14 ga.

298 Black 18 ga.

298-00W White 18 ga.

298-300 Black 18 ga.
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Cat. Nos. 1306, 298

PANEL THICKNESS:
.015-.093 (0.38-2.36)

PANEL THICKNESS:
For Metal Clips:

.028"-.050"(0.71-1.27)
For Plastic Clips:

.028"-.060"(0.71-1.52)
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Cat. No. 306

SUGGESTED 
PANEL OPENING

SUGGESTED 
PANEL OPENING
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