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Lampholders

For technical support call  800-824-3005            Online catalog available at  leviton.com

Specifications and Features
• Twist-lock mounting
• Pull chain models have bell at end of chain on 3 foot cord
• Medium base

9875-2

8827-CW2

 
mEDIum baSE INCaNDESCENt OutLEt bOX LamphOLDErS 
White Urea One-Piece Keyless Top Wired  U R
Description/Terminals Rating Cat. No. OD Fits Box Size
2 Terminal Screws 600 WATT/600V 8829-CW1 41⁄2” 31⁄4” or 4”
6” Pigtail Leads 600 WATT/600V 8829-CW2 41⁄2” 31⁄4” or 4”
4 Terminal Screws 600 WATT/600V 8829-CW4 41⁄2” 31⁄4” or 4”
 
White Urea One-Piece Pull Chain Top Wired  U R
Description/Terminals Rating Cat. No OD Fits Box Size
2 Terminal Screws 660 WATT/250V 8827-CW1 41⁄2” 31⁄4” or 4”
6” Pigtail Leads 660 WATT/250V 8827-CW2 41⁄2” 31⁄4” or 4”
2 Terminal Screws 660 WATT/250V 8827-CW4 41⁄2” 31⁄4” or 4” 
with Captive Clamps
 
Porcelain One-Piece Keyless Top Wired  U R
Description/Terminals Rating Cat. No OD Fits Box Size
2 Screws◊ 660 WATT/250V 9874 33⁄4” 31⁄4”
2 Screws, no Cage Lip  660 WATT/250V 9875 41⁄2” 31⁄4” or 4”
6” Pigtail Leads, no Cage Lip  660 WATT/250V 9875-2 41⁄2” 31⁄4” or 4”
4 Screws 660 WATT/250V 49875 41⁄2” 31⁄4” or 4”
4 Quickwire Push-In◊ 660 WATT/250V 9883 41⁄2” 31⁄4” or 4”
 
Porcelain One-Piece Pull Chain Top Wired  U R
Description/Terminals Rating Cat. No OD Fits Box Size
2 Screws 660 WATT/250V 29816-C 41⁄2” 31⁄4” or 4”
6” Pigtail Leads 660 WATT/250V 29816-C2 41⁄2” 31⁄4” or 4”
2 Screws w/Captive Clamps  660 WATT/250V 49816-C 41⁄2” 31⁄4” or 4” 
for 4-Wire Terminals
Interior Mechanism for 660 WATT/250V 29816-CM* 
2-Piece Outlet Box  
Lampholders◊
 
*When existing stock is depleted, this item will be DISCONTINUED.
CSA Certified except where indicated by ◊.

Medium Base Incandescent Outlet Box Lampholders

29816-C


