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Secure RJ System  A29

e2XHD Trunks  A31

Atlas-X1 Connectors  A32

Cable Assemblies & Connectors
Connect data center, telecom room, and work area equipment with Leviton 

cable assemblies and connectors. Copper trunks can be custom ordered in a 

wide variety of options — including pre-terminated to e2XHD cassettes — 

greatly reducing installation time. Patch cords are available in Cat 6A, 6, and 5e, 

UTP or shielded, lockable, and a variety of lengths, colors, and jacket types. 

New Atlas-X1 connectors allow for fast tool-free terminations and ensure 

best-in-class component-rated performance.
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CONFIGURE YOUR OWN PRODUCTS  
WITH THE LEVITON MAKE-TO-ORDER PROGRAM
We’ve made configuring the exact solution for your network quicker and easier than ever.  

Rely on our innovative online configurators for a wide variety of copper products. 

ORDER THROUGH LEVITON ONLINE CONFIGURATORS
• Pre-Terminated UTP & Shielded Copper Trunks - Cat 6A/6/5e

• Pre-Terminated UTP Copper Trunks - e2XHD cassettes

• Patch Cords - Cat 6A/6/5e 

• Secure RJ Patch Cords - Cat 6A/6

SPECIAL ORDER
• Additional colors and lengths may be available as a special order 

• Minimum orders and extended lead time apply for special orders

• Contact Tech Support at 800.824.3005 for more information

TOTAL LENGTH

TERMINATIONTERMINATION

BREAKOUT LENGTH

CATEGORY RATING

JACK COLOR

A
LIG

N
M

EN
T

# 
O

F 
CA

B
LE

S

A
LI

G
N

M
EN

T 
= 

ST
A

G
G

ER
ED

COPPER TRUNK CABLE DIAGRAM (SELECT AT LEVITON.COM/CONFIGURATOR)

Pre-Terminated Copper Trunks 
with e2XHD Cassette

MAKE-TO-ORDER (MTO) & SPECIAL ORDER
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SECURE RJ SYSTEM
• Compatible with industry-standard RJ ports in most network equipment, devices, patch panels, and work area outlets

• Same-color extraction tool disengages color-matched patch cords and port blockers

• Transparent housing allows color coding without blocking visibility to Link/Status LEDs on electronic equipment

• Port blocker prevents unauthorized network connection and protects open, unused ports 

• Cat 6A & Cat 6 Secure RJ Patch Cord options available

A B

C
Blue (L) Green (G) Purple (P) Black (B)White (W) Yellow (Y) Orange (O) Red (R)

PATCH CORDS | Secure RJ System

SECURE RJ TRAINING VIDEO
Watch the training video 
at Leviton.com/ns/videos: 
“Secure RJ Copper Systems”.

SECURE RJ SYSTEM

DESCRIPTION PART NO.

[A]
Cat 6 SlimLine Boot Patch Cord, with Secure RJ housing 
on both ends

SRJ6†-xx*

[B] Secure RJ Port Blocker, pack of 12 SRJPB-00†

[C] Secure RJ Extraction Tool, pack of 1 SRJET-00†

xx = Length: (05), (10), or (20) feet. Minimum orders and extended lead time may apply. Contact Inside Sales at 800.722.2082 for more details. 
† = Patch cord housing, port blocker, and extraction tool colors: Choose from the transparent colors shown in (C) above. 
* = Patch cord jacket colors: Choose from the colors at right.

Make-to-Order!  SECURE RJ PATCH CORD OPTIONS

CATEGORY CABLE RATING CABLE COLOR CABLE LENGTH SECURE HOUSING COLOR SECURE HOUSING
PLACEMENT

Cat 6A FTP CM (PVC)
White, Yellow, Red, Blue, 
Green, Grey, Black

3-72 feet
White, Yellow, Red, Blue, Green, Purple, 
Black, Orange

Both Ends or
One End

Cat 6 UTP CM (PVC)
White, Yellow, Red,
Blue, Green, Grey, Black

1-72 feet
White, Yellow, Red, Blue, Green, Purple, 
Black, Orange

Both Ends or 
One End

All patch cords utilize stranded cable.

White (W) Red (R) Blue (L)

Patch cord jacket colors below:

For assistance customizing your patch cords, 
please visit Leviton.com/configurator or call 
Tech Support at 800.824.3005.
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