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Locking Devices
INDUSTRIAL

20A NEMA | Black & White®

2516

2451

20A-3ØY 120/208V, 3ØY 277/480V and 3ØY 347/600V

 Rating                                  20A-3ØY 120/208V       20A-3ØY 277/480V         20A-3ØY 347/600V  
 NEMA       
        

  L18-20P L18-20R  L19-20P L19-20R L20-20P L20-20R 
  Description   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.

 Plugs and Connectors Plug Connector Plug Connector Plug Connector 
 Black & White® Nylon Body  2441 2443 2451 2453 2461 2463

 Inlets and Outlets Inlet Outlet  Inlet Outlet Inlet Outlet 
 Flanged Device 2445 2446 2455 2456 2465 2466

 Receptacles       
 V-O-Max® Single Flush — 2440 — 2450 — 2460 
 Receptacle

4-Pole, 4-Wire Non-Grounding  U R

2453

20A-3Ø 120/208V, 3Ø 277/480V and 3Ø 347/600V

 Rating                                  20A-3Ø 120/208V            20A-3Ø 277/480V         20A-3Ø 347/600V  
 NEMA       
        

  L21-20P L21-20R  L22-20P L22-20R L23-20P L23-20R 
  Description   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.

 Plugs and Connectors Plug Connector Plug Connector Plug Connector 
 Black & White® Nylon Body  2511 2513 2521 2523 2531 2533

 Inlets and Outlets Inlet Outlet  Inlet Outlet Inlet Outlet 
 Flanged Device 2515 2516 2525 2526 2545 2546

 Receptacles       
 V-O-Max® Single — 2510 — 2520 — 2530 
 Flush Receptacle
 V-O-Max® Single Flush — 2510-IG — 2520-IG — 2530-IG 
 Receptacle, Isolated Ground

For NEMA L24-20 see page E-8

4-Pole, 5-Wire Grounding  U R

 Wallplates and Covers
 302 Stainless Steel  Weather-Resistant Weather-Resistant Weather-Resistant 
 Single Receptacle Flip Lid Cover* Flip Lid Cover* Thermoplastic Cover***
 1.60" Dia. Opening 2.24" Dia. Opening 1.60" Dia. Opening 1.60" Dia. Opening  Self-Closing Lid  
         
         
         
 84020-40 **WP2-Y (Yellow)  ***7420-CR (Yellow)  4980-GY (Gray) 
  **WP2 (Gray) ***7420-CRG (Gray)  

*IP64 Rated. 
Includes Gasket and Screws.           
**For use with 20 and 30A 3,4 and 5 Wire Locking Flanged Inlets and Outlets.           
***For use with 20A and 30A Single-Locking Receptacles

Related Products
For more information on Weather-Resistant Boots for Locking Plugs and Connectors see page E-20. 
Find the right wallplate for any application. See section T for Wallplates & Weather-Resistant Covers.
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Locking Devices
INDUSTRIAL

30A NEMA | Black & White®

30A-3ØY 120/208V, 3ØY 277/480V and 3ØY 347/600V

 Rating                                  30A-3ØY 120/208V        30A-3ØY 277/480V        30A-3ØY 347/600V  
 NEMA       
        

  L18-30P L18-30R  L19-30P L19-30R L20-30P L20-30R 
  Description   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.

 Plugs and Connectors Plug Connector Plug Connector Plug Connector 
 Black & White® Nylon Body  2751 2753 2761 2763 2771 2773

 Inlets and Outlets Inlet Outlet  Inlet Outlet Inlet Outlet 
 Flanged Device 2755 2756 2765 2766 2775 2776

 Receptacles       
 V-O-Max® Single Flush — 2750 — 2760 — 2770 
 Receptacle

4-Pole, 4-Wire Non-Grounding  U R

2813

2810

30A-3ØY 120/208V, 3ØY 277/480V and 3ØY 347/600V

 Rating                                  30A-3ØY 120/208V        30A-3ØY 277/480V         30A-3ØY 347/600V  
 NEMA       
        

  L21-30P L21-30R  L22-30P L22-30R L23-30P L23-30R 
  Description   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.   Cat. No.

 Plugs and Connectors Plug Connector Plug Connector Plug Connector 
 Black & White® Nylon Body  2811 2813 2821 2823 2831 2833

 Inlets and Outlets Inlet Outlet  Inlet Outlet Inlet Outlet 
 Flanged Device 2815 2816 2825 2826 2835 2836

 Receptacles       
 V-O-Max® Single — 2810 — 2820 — 2830 
 Flush Receptacle
 V-O-Max® Single Flush — 2810-IG — 2820-IG — — 
 Receptacle, Isolated Ground

4-Pole, 5-Wire Grounding  U R

 Wallplates and Covers
 302 Stainless Steel  Weather-Resistant Weather-Resistant Weather-Resistant 
 Single Receptacle Flip Lid Cover* Flip Lid Cover* Thermoplastic Cover***
 1.60" Dia. Opening 2.24" Dia. Opening 1.60" Dia. Opening 1.60" Dia. Opening Self-Closing Lid  
         
         
         
 84020-40 **WP2-Y (Yellow)  ***7420-CR (Yellow)  4980-GY (Gray) 
  **WP2 (Gray) ***7420-CRG (Gray)  

*IP64 Rated. 
Includes Gasket and Screws.           
**For use with 20 and 30A 3,4 and 5 Wire Locking Flanged Inlets and Outlets.           
***For use with 20A and 30A Single-Locking Receptacles

Related Products
For more information on Weather-Resistant Boots for Locking Plugs and Connectors see page E-20. 
Find the right wallplate for any application. See section T for Wallplates & Weather-Resistant Covers.
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Locking Devices
INDUSTRIAL

20A NON-NEMA | Black & White®

20A Non-NEMA Locking Devices
Industrial Grade Black & White® Locking Devices

7411

3525-C

9965-C

 Wallplates and Covers
 302 Stainless Steel  Weather-Resistant Weather-Resistant  Weather-Resistant 
 Single Receptacle Flip Lid Cover* Flip Lid Cover*  Thermoplastic Cover***
 1.60" Dia. Opening 2.24" Dia. Opening 1.60" Dia. Opening  1.60" Dia. Opening Self-Closing Lid 
         
         
         
 84020-40 **WP2-Y (Yellow)  ***7420-CR (Yellow)  4980-GY (Gray) 
  **WP2 (Gray) ***7420-CRG (Gray)  

*IP64 Rated. 
Includes Gasket and Screws.            
**For use with 20 and 30A 3,4 and 5 Wire Locking Flanged Inlets and Outlets.           
***For use with 20A and 30A Single-Locking Receptacles

 Description   Cat. No.   Cat. No. 
 Locking Plug,  3521-C — 
 Black & White® Nylon Body 

 Locking Connector,  — 3523-C 
 Black & White® Nylon Body
 Locking Flanged Inlet 3524-C —
 Locking Flanged Outlet — 3525-C
 Single Flush Receptacle — 3520

4-Pole, 5-Wire Grounding  U R

 Rating                         20A-125VAC/DC/10A-600VAC

 Non-NEMA    

     

 

Non-NEMA 20A-125VAC/DC/10A-600VAC

 Description Cat. No.  Cat. No. 

 Locking Plug 9965-C* —
 Locking Connector — 7314-C*
 Locking Flanged Inlet 3325-C* —
 Locking Flanged Outlet — 3326-C
 Single Flush Receptacle, Black  — 7310-B*

*Add (-G) for grounding devices 

3-Pole, 3-Wire Non-Grounding  U R

 Rating             20A-125/250V

 Non-NEMA

Non-NEMA 20A-125/250V

 Description   Cat. No.   Cat. No. 
 Locking Plug 7411-C* —

 Locking Connector — 7413-C*
 Locking Flanged Inlet 7408-C* —
 Locking Flanged Outlet — 7409-C*
 Single Flush Receptacle, — 7410-B* 
 Black

*Add (-G) for grounding devices

4-Pole, 4-Wire Non-Grounding  U R

 Rating   20A-3ØY 120/208V

 Non-NEMA

Non-NEMA 20A-3ØY 120/208V



T-34  Wallplates & Weather-Resistant Covers Online catalog available at  leviton.com
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Wallplates & Weather-Resistant Covers
RESIDENTIAL/COMMERCIAL

WEATHER-RESISTANT COVERS | Nylon and Die-Cast Zinc

Nylon and Metal  U S
Description  Color Diameter Cat. No.  

  Opening    

Nylon FS mount cover for use with 15A locking, and 15A and 20A Gray 1.72" WP1  
straight blade, flanged inlets and outlets. IP64 rated. 
Nylon FS mount cover for use with 20A and 30A 3-, 4-, and 5-wire locking flanged  Gray 2.25" WP2-G 
inlets and outlets and 30A and 50A 3-wire power receptacles. IP64 rated.  Yellow  WP2-Y
FS mount cover for use with 50A single locking receptacles. IP64 rated.  Gray 2.15" 7770* 
Available in nylon or metal. Yellow  7788-CR**
Nylon FS mount cover for use with 20A and 30A single locking receptacles. Gray 1.60" 7420-CRG 
IP64 rated. Yellow  7420-CR
*Cast Aluminum.   
**Nylony o

WP2 7420 4925-2

Weather-Resistant Covers

Die-Cast Zinc  U S
  Description Mounting Cat. No.   

  Single Receptacle, 1-Gang Horizontal 4925-2 
  
  Decora®/GFCI, 1-Gang Horizontal 4990 
        
   Vertical 4992    
        
 
  Decora®/GFCI, 1-Gang for Mounting on FS-type Box Horizontal 6196-FS 
         
   Vertical 6196-VFS 
        
        
  Duplex Receptacle, 1-Gang Vertical 4926 
  
  
  Duplex Receptacle or Combination Device, 1-Gang,  Horizontal 4970 
  Two Independent Lids
  Weatherproof Wallplate and Switch 15A 120VAC Horizontal 1432 
   or Vertical     




