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IN-WALL/CEILING SPEC-GRADE™ SOUND SPEAKERS

Spec-Grade™ Sound Speakers
• AeroNylon tweeter diaphragm provides crystal-clear treble response and exceptionally accurate tracking of even 

the most challenging musical transients
•  Built-in AutoSurge® circuit protection helps prevent speaker damage
•  Advanced phase/time alignment guide properly aligns sound without misaligning the tweeters
•  Precision dividing network ensures total audio signal electronic integrity up to the last microsecond before the  

signal is converted into sound
•  Inert mounting frame with “dogleg” installation points eliminates any transmitted vibrations that could alter in-wall 

or ceiling sound quality
•  Acoustically transparent, paintable grills

Pre-Construction Kits
• Pre-construction kits ensure that speaker locations and wiring are preserved and protected during construction, 

allowing for a cleaner, faster, and more precise installation during the trim-out stage
•  Fire-Rated Back-Box enclosure meets fire code for MDU and residential installations

Features and Benefits
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In-Wall/Ceiling Spec-Grade™ Sound Speakers
When the specs call for quality audio, rely on Leviton’s award-winning Spec-Grade™ Sound indoor speaker line for technical 
innovation and value. 

Pre-Construction Kits 

Description Cat. No.
Rough-in Bracket for 6.5" In-Wall Loudspeakers PCI65-KIT

[C] Fire-Rated Back-Box Enclosure (Required for 6.5" in-ceiling speakers SGC65) AEBC6-000

Spec-Grade™ Sound In-Wall/In-Ceiling Indoor Speakers

Description Cat. No.
[A] Pair of 6.5" Spec-Grade™ Two-Way In-Ceiling Loudspeakers, 120 W peak/ 60 W RMS, 8 ohms SGC65-00W
[B] Pair of 6.5" Spec-Grade™ Two-Way In-Wall Loudspeakers, 120 W peak/ 60 W RMS, 8 ohms SGI65-00W




