
HOUSINGS & WALLPLATES | QuickPort Introduction

NA

Cat 6A 
Connector

Stereo Adapter

HDMI® Connector 
Feedthrough

F-Connector 
Feedthrough

Fiber Adapter 
Duplex LC

USB A/A Connector 
Feedthrough Connectors and Adapters 

(see pages A8-A10, B68, and C14-C15)

QUICKPORT® WALLPLATES 
The QuickPort System allows you to create the perfect mix of voice, data, video, and audio connections.  

Category-rated copper, fiber, and AV QuickPort connectors are compatible with any QuickPort wallplate or insert.

QUICKPLATE® TEMPO WALLPLATES WITH ID WINDOWS
QuickPlate Tempo wallplates allow for fast, one-piece installations. They feature patented rear wings  

that tighten the wallplate to wallboard, eliminating the need for a box or mounting brackets. 

2-Port Wallplate

Leviton.com/ns/videos  
“How to Install a QuickPlate Tempo Wallplate”

WATCH: INSTALLATION VIDEOS
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HOUSINGS & WALLPLATES | Telephone & Video Wallplates

STANDARD TELEPHONE & VIDEO WALLPLATES

DESCRIPTION WHITE LT. ALMOND IVORY BROWN

[A] Wall Jack, 6P4C 40249-00W 40249-00T 40249-00I —

[B] Wall Jack, 6P4C + 6P4C 40244-00W 40244-00T 40244-00I —

[C] Wall Jack, 6P4C + F-connector 40259-00W 40259-00T 40259-00I —

[D] Wall Jack, F-connector, nylon 80781-00W 80781-00T 80781-00I —

[E] Wall Jack, F-connector + F-connector 80782-00W 80782-00T 80782-00I —

Wall Jack, 6P6C 40238-00W — — —

Wall Jack, 6P6C + F-connector 40258-00W — — —

MIDWAY TELEPHONE & VIDEO WALLPLATES (NYLON)

[F] Wall Jack, 6P4C 40539-PMW 40539-PMT 40539-PMI 40539-PMB

[G] Wall Jack, 6P4C + F-connector 40539-CMW 40539-CMT 40539-CMI 40539-CMB

[H] Wall Jack, F-connector 40539-0MW 40539-0MT 40539-0MI 40539-0MB

TELEPHONE & VIDEO WALLPLATES
• Provide quick at-the-wall connections for RJ-11 telephone  

and F-connection video applications

• High-quality ABS plastic or nylon, which provides superior resistance  
to impacts, chemicals, and solvents as compared to other plastics

• Midway wallplates hide irregular drywall cuts or flaws around outlets

• cULus Listed, fire-retardant material rated UL 94V-0

G HF

WALL-PHONE JACK  WALLPLATES - 110-STYLE 

DESCRIPTION WHITE LT. ALMOND IVORY STAINLESS

[I] Wall-Phone Jack, 6P4C quick-connect, plastic with metal base 40253-00W 40253-00T 40253-00I —

[J] Wall-Phone Jack, 6P4C quick-connect, stainless with metal base — — — 40223-00S

WALL-PHONE JACK WALLPLATES - SCREW TERMINAL

[K] Wall-Phone Jack, 6P4C screw terminal, plastic with metal base 40257-00W — — —

[L] Wall-Phone Jack, 6P4C screw terminal, plastic with plastic base 40214-00W 40214-00T 40214-00I —

Wall-Phone Jack, 6P6C screw terminal, stainless with metal base — — — 40226-00S

See page D13 for color options.

TELEPHONE WALL-PHONE JACKS
• Wall-phone jacks available in 

4- or 6-conductor models

• Screw terminal or quick-connect 
termination options

• Quick-connect products include 
plastic punchdown tool

I J K L
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