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White BrownLight 
Almond

Ivory  Grey Black

[A]  QUICKPORT SINGLE-GANG WALLPLATES

DESCRIPTION WHITE LT. ALMOND IVORY GREY BLACK BROWN

6-Port Wallplate 41080-6WP 41080-6TP 41080-6IP 41080-6GP 41080-6EP 41080-6BP

4-Port Wallplate 41080-4WP 41080-4TP 41080-4IP 41080-4GP 41080-4EP 41080-4BP

3-Port Wallplate 41080-3WP 41080-3TP 41080-3IP 41080-3GP 41080-3EP 41080-3BP

2-Port Wallplate 41080-2WP 41080-2TP 41080-2IP 41080-2GP 41080-2EP 41080-2BP

1-Port Wallplate 41080-1WP 41080-1TP 41080-1IP 41080-1GP 41080-1EP 41080-1BP

[B]  QUICKPORT SINGLE-GANG WALLPLATES WITH ID WINDOWS

6-Port Wallplate 42080-6WS 42080-6TS 42080-6IS 42080-6GS 42080-6ES  —

4-Port Wallplate 42080-4WS 42080-4TS 42080-4IS 42080-4GS 42080-4ES  —

3-Port Wallplate 42080-3WS 42080-3TS 42080-3IS 42080-3GS 42080-3ES  —

2-Port Wallplate 42080-2WS 42080-2TS 42080-2IS 42080-2GS 42080-2ES  —

1-Port Wallplate* 42080-1WS 42080-1TS 42080-1IS 42080-1GS 42080-1ES  —

[C]  QUICKPLATE TEMPO SINGLE-GANG WALLPLATES WITH ID WINDOWS

2-Port Wallplate 42090-2WS 42090-2TS 42090-2IS 42090-2GS 42090-2ES  —

4-Port Wallplate 42090-4WS 42090-4TS 42090-4IS 42090-4GS 42090-4ES  —

[D]  QUICKPORT DUAL-GANG WALLPLATES WITH ID WINDOWS

12-Port Wallplate 42080-12W 42080-12T 42080-12I 42080-12G 42080-12E  —

8-Port Wallplate 42080-8WP 42080-8TP 42080-8IP 42080-8GP 42080-8EP  —

6-Port Wallplate 42080-6WP 42080-6TP 42080-6IP 42080-6GP 42080-6EP  —

4-Port Wallplate 42080-4WP 42080-4TP 42080-4IP 42080-4GP 42080-4EP  —

3-Port Wallplate 42080-3WP 42080-3TP 42080-3IP 42080-3GP 42080-3EP  —

2-Port Wallplate† 42080-2WP 42080-2TP 42080-2IP 42080-2GP 42080-2EP  —

1-Port Wallplate† 42080-1WP 42080-1TP 42080-1IP 42080-1GP 42080-1EP  —

Wallplates are sold empty. See pages A8-A10, B68, and C14-C15 for QuickPort connectors. 
* = Single-gang 1-Port Wallplate has only one ID window on top. 
† = Dual-gang 1- and 2-Port Wallplates have only two ID windows on top.

HOUSINGS & WALLPLATES | QuickPort® & QuickPlate® Wallplates > Plastic

QUICKPORT STANDARD PLASTIC WALLPLATES
• Compatible with all QuickPort connectors and adapters

• Manufactured from ABS plastic for superior resistance 
to impact, chemicals, and solvents, as compared to 
other plastics

• Fits NEMA openings and accommodates low-voltage 
box eliminators for a flush mount

• cULus Listed, fire-retardant material rated UL 94V-0

• ID windows aid in port identification

• Country of origin: USA

SINGLE-GANG QUICKPLATE TEMPO  
WALLPLATES WITH ID WINDOWS
• Patented rear wings tighten wallplate to wallboard, 

eliminating the need for a box or mounting brackets 
and creating a fast, one-piece installation

• Wings accommodate wallboard thickness of ⅝ inches or less

• ID windows act as marking template for cutting hole 
in wallboard

• cULus Listed, fire-retardant plastic rated UL 94V-0

• Country of origin: USA
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