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Metal Framing

Fittings and Brackets

“U” Shape Fittings

Superstrut

Standard
Dimensions

Hole Spacing 13/16 in. From End
Hole Spacing 1-7/8 in. Centers
Hole Size 9/16 in. Diam.
Material 1-5/8 in. Width
Material 1/4 in. Thick

Materials

HDG(C) Hot-Dipped Galvanized
EG(C) Electrogalvanized
(No suffix) GoldGalv®

SS6(C) Stainless Steel 316

A208
A208HDGC

A208EG

A208

A208SS6C

Wt./C 275 lb.

Does not include stud nut or bolts.
For A and AR Series channel.

A213 Inside Joiner

Wt./C 40 lb.

For A1200 Series. 
Available only in GoldGalv® finish.

A210
A210HDGC

A210EG

A210

A210SS6C

Wt./C 88 lb.

For attaching A and 
AR Series channel.

A211
A211HDGC

A211EG

A211

Wt./C 128 lb.

For attaching A and AR Series  
double channel, and H Series.

AN211
AN211HDG

AN211EG 

AN211

Wt./C 181 lb.

A212
A212HDG

A212EG

A212

A212SS6

Wt./C 113 lb.

B210
B210HDG

B210EG

B210

B210SS6

Wt./C 65 lb.

For attaching B and BR Series.

C210
C210HDG

C210EG

C210

Wt./C 77 lb.

For attaching C Series channel.

D210
D210HDG

D210EG

D210

D210SS6

Wt./C 71 lb.

For attaching D Series channel.

E210
E210HDGC

E210EG

E210

Wt./C 112 lb.

For attaching E Series channel.

AB245
AB245HDG

AB245EG

AB245

Wt./C 70 lb.

For attaching A and AR Series double channel.

AB288

*Finishes

• HDGC     • EG     • GoldGalv®

Cat. No. Bolt Size (in.) Wt./C lb.
AB288-3/8* 3/8

37AB288-1/2* 1/2

AB288-5/8* 5/8

b.

AA213 Inside JoinerA213 Inside JoinerA213 Inside Joiner

Wt./C 40 lb.

l.


