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A-156

Flush Service Floor Boxes
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MopTite® Plates for 671 and 672 Series

• Polished brass finish

•  Furnished complete with  
sealing gasket and 6-32 x 1⁄2"  
brass screws

• 31⁄2" outside diameter

Floor Boxes for Single 
Short-Strap Receptacles 
or Communications
671 and 672 Series Floor Boxes provide flush service for power or 
communications and data. They can be used in either wood or concrete floors 
and are suitable for carpet, tile or wood applications.

671SC 672

CAt. No.

DimeNsioNs (iN.) mAximum
CApACity
(Cu. iN.)

stANDArD 
CoNDuit
tAppiNg

mAximum CoNDuit 
tAppiNg (iN.)

A B C w/BushiNg w/o BushiNg

671sC 31⁄2 3 231⁄32 13 (2)–3⁄4" 3⁄4 3⁄4
672 31⁄2 33⁄16 231⁄32 13 (4)–1⁄2" 3⁄4 3⁄4

A
B

C

CAt. No. DesCriptioN FiNish
stD.
CtN.

p-67-1/2 Cover Plate with 1⁄2" NPS Plug Brass 4
p-67-3/4 Cover Plate with 3⁄4" NPS Plug Brass 4
p-67-3/4-AL Cover Plate with 3⁄4" NPS Plug Aluminum 4
p-67-1 Cover Plate with 1" NPS Plug Brass 4
p-67-1-AL Cover Plate with 1" NPS Plug  Aluminum 4
p-67-1-1/4 Cover Plate with 11⁄4" NPS Plug Brass 4
p-67-2 Cover Plate with 2" UN Thread Plug Brass 4
p-67-2-AL Cover Plate with 2" UN Thread Plug Aluminum 4
p-67-1/2-2 Cover Plate with 1⁄2" & 2" Plug Brass 4
p-67-3/4-2 Cover Plate with 3⁄4" & 2" Plug Brass 4
New MopTite ® Covers exceed UL scrubwater exclusion requirements.

P-67-1/2
1⁄2" N.P.S. plug

P-67-3/4
3⁄4" N.P.S. plug

P-67-1
1" N.P.S. plug

P-67-1-1/4*
11⁄4" N.P.S. plug

P-67-2
2" dia. plug

P-67-1/2-2*
1⁄2" & 2" dia. plugs

P-67-3/4-2*
3⁄4" & 2" dia. plugs

31⁄2"

2 3⁄8"

3⁄16" Dia.

*Also includes seating plate for receptacle.

671 and 672 Floor Boxes

• Cast iron, watertight, non-adjustable

• Painted silver enamel inside and out  
for additional corrosion resistance

• For use in wood or concrete floors

• 1⁄2" and 3⁄4" threaded conduit openings; 
uses P67 Series covers

• Cat. No. 672 is the 671 floor box with factory- 
mounted 15-ampere, 125-volt, NEMA grounding 
receptacle and P67-2 MopTite® cover plate

CAt. No.

CoNDuit Kos (iN.) Covers/
CArpet
pLAtes

wiriNg
DeviCe

stD.
CtN.siDes Bottom

671sC (2) 1⁄2 (2) 1⁄2 P67 Sing. short 4
(2) 3⁄4 — series Strap rec.

672 (2) 1⁄2 (2) 1⁄2 P67 Sing. short 4
(2) 3⁄4 — series Strap rec.

New MopTite ® Covers exceed UL watertight requirements for 514A, 514C.




